LONIE SEIKI

SP1-101/102

MECHANICAL COUNTER

B Revolution / Direct Drive Type

B 4 0Or 5 Digits Display

B Double Sided Input Shaft

B Robust Built For Heavy Duty Application
B Push Button Reset

B MODEL SELECTION B SPECIFICATIONS
Display 6 x 4mm (White on Black Background)
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:t[ ﬁ: J:[ }Ju Input/Count Method Shaft rotation (2 sides)
T Digit Weight jon : 10mN.
ype igits eig Siing Tores Rgvoluthn : TOmN-m
Typel Type l Direct Drive : 20 mN.m
Top Going Top Coming Count Speed Revolution : 3000 revolution/min. max.
Revolution 4 | SP1-101-4 (1) |SP1-101-4(ll)| 215g P Direct Drive : 300 revolution/min. max.
(1 count/ rev) 5 SP1-101-5(1) | SP1-101-5(1l) | 2609 Reset Push Button
Direct Drive 4 SP1-102-4 (1) |SP1-102-4(1l) | 220g Ambient Temp.: Operating -5 - +40°C (Non-Freezing)
(10 counts/rev)| 5 SP1-102-5(1) | SP1-102-5(ll) | 265g Ambient Humid.: Operating | 85%RH maximum (Non-Condensing)
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37-7 Chuo-cho, 2-Chome

Meguro-ku, Tokyo 152-0001 Japan

Please visit our company website for contact details
webtrade@line.co.jp

https://www.lineseiki.com





